Application Serial No. 09/991,083 - Filed November 14, 2001 
IN THE CLAIMS 

Please cancel claims 38-43. 

Please amend claims 1-8, 11-12, 14-16, 18, 21-22, 25, 27, 29-33, and 35-37 as indicated 
below. 

1 . (Currently Amended) A method for recreating data at a remote location in a 
television system comprising: 

r e c e iving a programming signal at a first location, th e signal comprising program 
mat e rial; 

a first user at the first location: 

tagging first data comprising at least a portion of the program materia^ 

said portion comprising less than a whole of a television program ; 

generating a message which identifies the first data and at least one remote 
user at a remote location; and 

conveying the message to the remote user at the remote location; 

processing the message at the remote location; and 

recreating the first data at the remote location in response to processing the 
message. 

2. (Currently Amended) The method of claim 1, wherein the first data is recreated 
at the remote location from data previously stored at the remote location wh e r e in 
th e m e ssag e compri se s an edit list which id e ntifi e s th e first data . 
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3. (Currently Amended) The method of claim 1, further comprising the user tagging 
a plurality of individual portions of the television program, generating a message 
to identify the plurality of individual portions, and recreating the plurality of 
individual portions at the remote location in response to processing the message 
wh e r e in recr e ating th e first data at th e r e mot e location compris e s r e tri e ving at 
l e ast a first part of th e first data from a push e d broadcast signal at th e r e mot e 
location . 

4. (Currently Amended) The method of claim 3, wherein the message indicates the 
plurality ®f individual portions are to be recreated in an order which is different 
from that of their appearance in the television program wh e r e in r e cr e ating th e first 
data at th e remot e location furth e r compris e s r e qu e sting at l e ast a s e cond part of 
th e first data from a remot e s e rv e r, and rec e iving th e r e qu e st e d portion in r e sponse 
to the r e qu e st . 

5. (Currently Amended) The method of claim [[4]] L wherein said tagging is 
performed during a broadcast of the television program wh e r e in r e cr e ating th e 
first data furth e r comprises combining th e first part and th e s e cond part at th e 
r e mot e location . 

6. (Currently Amended) The method of claim [[5]] h wherein said tagging is 
performed on a television program previously stored on a mass storage device at 
the first location wh e r e in th e first data compris e s two or mor e s e l e ct e d portions of 
th e program mat e rial . 

7. (Currently Amended) The method of claim 5, wherein the program material is 
tagged by the first user as it is received via the-aprogramming signal. 

8. (Currently Amended) The method of claim 5, wherein the program material is 
stor e d in a tagged while being replayed from a mass storage device at the first 
location. 
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9. (Cancelled.) 

10. (Previously Presented) The method of claim 1, wherein the message identifies a 
plurality of members of a viewing audience, and wherein the message is conveyed 
to those members. 

11. (Currently Amended) The method of claim 1, further comprising: 

storing the message and making the stored message available for access by other 
users; 

a second user at a second location retrieving the message; 
processing the message at the second location; and 

recreating the first data at the second location in response to processing the 
message . 

wh e r e in th e first us e r g e nerat e s a s e cond m e ssag e id e ntifying th e first data and 
conv e ys the s e cond m e ssag e to a r e mot e c e ntral r e pository acc e ssibl e by m e mb e rs of 
a vi e wing audi e nc e , and wh e r e in individual audienc e m e mb e rs d e t e rmin e wh e th e r or 
not to acc e ss th e c e ntral r e pository and rec e iv e th e m e ssag e. 

12. (Currently Amended) The method of claim [[1]] IT, wherein the message which 
is stored is stored at the first location; and wherein the stored message is retrieved 
by the second user from the first location wherein th e messag e is r e c e iv e d by a 
m e mber of a vi e wing audi e nc e , and wh e r e in th e e dit list is utiliz e d to g e n e rat e a 
virtual programming chann e l at th e m e mb e r's location . 
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13. (Previously Presented) The method of claim 1, wherein the message is conveyed 
from the first location to the remote location in a peer-to-peer mode, and wherein 
said processing at the remote location comprises performing a security check, and 
wherein recreating the first data at the remote location is in further response to 
determining the message passes the security check. 

14. (Currently Amended) The method of claim 1, wherein the stored message is 
stored at a remote server; and wherein the stored message is retrieved by the 
second user from the remote server wh e r e in r e cr e ating tho first data compris e s: 
r e c e iving a programming signal; 

capturing th e d e t e ct e d first data . 

15. (Currently Amended) The method of claim 14, wherein the second user retrieves 
the message from the first location in a peer-to-peer mode, wh e r e in said first data 
is captur e d in r e spons e to d e t e cting said programming signal corresponds to a 
pred e t e rmin e d tim e. 

16. (Currently Amended) The method of claim 14, wherein said first data is captured 
in response to detecting a first signal in said a received p rogramming signal, 
wherein said first signal indicates said first data is included in said programming 
signal. 

17. (Original) The method of claim 1, wherein processing the first data comprises: 
generating a request for the first data; and 

conveying the request to a remote content server. 

18. (Currently Amended) The method of claim 13, wherein recreating the first data 
comprises receiving the first data in response to the arequest. 

19. (Cancelled.) 



5/14 



Application Serial No. 09/991,083 - Filed November 14, 2001 

20. (Previously Presented) The method of claim 11, further comprising searching the 
central repository, identifying one or more messages matching search criteria, and 
initiating conveyance of at least one of the one or more messages from the central 
repository to a user. 

21. (Currently Amended) A client for use in a television system comprising: 

a receiver configured to receive a programming signal comprising program 

material; 
an I/O interface; and 

a message processing engine configured to: 

tag first data comprising at least a portion of the received program 

material , said portion comprising less than a whole of a television 
program ; and 

generate a message which identifies the first data, wherein the message is 
configured to enable recreation of the first data at a remote location 
in response to being processed; and 

convey the message to an individual remote user in response to a first 
indication^afid 

conv e y th e m e ssag e to a r e mot e c e ntral r e pository acc e ssibl e by a plurality 
of m e mb e rs of a vi e wing audi e nc e in r e spons e to a s e cond 
indication, wh e r e in e ach of th e audi e nce m e mb e rs d e t e rmi ne 
w r h e th e r or not to access th e c e ntral r e pository and rec e iv e the 
m e ssag e. 

22. (Currently Amended) The client of claim 21, wherein the first data is recreated at 
the remote location from data previously stored at the remote location wh e r e in th e 
messag e compris e s an e dit list . 

23. (Cancelled). 

24. (Cancelled). 
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25. (Currently Amended) The client of claim 22, wherein the message processing 
engine is further configured to tag a plurality of individual portions of the 
television program, generate a message to identify the plurality of individual 
portions, and identify an order in which the plurality of individual portions are to 
be recreated at the remote location wh e r e in th e m e ssag e id e ntifies multipl e data 
items which corr e spond to two or mor e s e l e ct e d portions of programming 
mat e rial . 

26. (Original) The client of claim 21, wherein the message processing engine is 
configured to access a mass storage device coupled to the client, and wherein the 
message processing engine is configured to recreate the data item from data which 
is stored on the mass storage device. 

27. (Currently Amended) The client of claim 25, wherein the message indicates the 
plurality of individual portions are to be recreated in an order which is different 
from that of their appearance in the television program wh e r e in th e cli e nt is 
configur e d to utiliz e th e m e ssag e proc e ssing e ngin e in ord e r to g e n e rat e a virtual 
chann e l with programming bas e d on th e e dit list . 

28. (Previously Presented) The client of claim 21, wherein the message processing 
engine is further configured to access a remote location, search for a desired edit 
list, and initiate conveyance of the desired edit list to the client. 

29. (Currently Amended) The client of claim 22, wherein the message processing 
engine is furth e r configured to [|":]] tag the television program as it is replayed 
from the mass storage device coupled to the processing engine 

r e ceiv e a second edit list; 
r e ceiv e a signal; 

detect data within th e signal which is id e ntifi e d by th e second e dit list; and 
capture the detect e d data . 
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30. (Currently Amended) The client of claim 22, wherein the message processing 
engine is further configured to: 

store the message and making the stored message available for access by other 
users; 

receive from a second user at a remote location a request to retrieve the stored 
message; 

provide the message responsive to the request. 

g e n e rat e a r e quest for th e signal; 

convey th e r e qu e st to a r e mot e location; and 

r e c e iv e th e signal in respons e to th e requ e st . 

31. (Currently Amended) A system for recreating data at a remote location in a 
television system comprising: 

a first device configured to; 

receive a programming signal at a first location; 

tag first data comprising at least a portion of the received program 

material, said portion comprising less than a whole of a television 

program; and 

generate a message which identifies the first data, wherein the message is 
configured to enable recreation of the first data at a remote location 
in response to being processed; and 

convey the message to an individual remote user in response to a first 
indication. 
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, th e signal comprising program mat e rial, tag first data comprising at l e ast a 

portion of th e program mat e rial, and g e nerat e a m e ssag e in respons e to 
vi e w e r input, wh e roin th e m e ssag e id e ntifies th e first data and at l e ast one 
r e mot e us e r at a r e mot e location; 

a second device configured to: 

receive and process the message; 

receive second data including the first data; and 

capture the first data responsive to processing the message and detecting 
the first data within the received second data. 

32. (Currently Amended) The system of claim 31, wherein the first data is recreated 
at the remote location from data previously stored at the remote location wh e r e in 
the messag e includ e s a target id e ntifi e r which id e ntifi e s th e s e cond devic e , and 
wh e r e in th e first d e vic e is configur e d to conv e y th e m e ssag e to th e s e cond d e vic e. 

33. (Currently Amended) The system of claim 31, wherein the first client is further 
configured to tag a plurality of individual portions of the television program, 
generate a message to identify the plurality of individual portions, and identify an 
order in which the plurality of individual portions are to be recreated at the second 
device wh e r e in th e first data corr e sponds to t e l e vision programming mat e rial . 

34. (Original) The system of claim 31, further comprising a remote content server 
coupled to the second device, and wherein the second device is further configured 
to generate a request for the second data, and wherein the second data is conveyed 
from the remote content server to the second device in response to the request. 

35. (Currently Amended) A system for recreating data at a remote location in a 
television system comprising: 

a television system operator configured to convey a broadcast signal; 



9/14 



Application Serial No. 09/991,083 - Filed November 14, 2001 

a plurality of receiving devices coupled to receive the broadcast signal; 

a central repository configured to store a plurality of edit lists, each of said edit 
lists identifying a portion of program material, said portion comprising 
less than a whole of a television program programming mat e ria l; 

wherein each of the receiving devices is coupled to access the central repository, 
wherein a first receiving device of the receiving devices may initiate 
conveyance of a first edit list stored in the central repository to the 
accessing receiving device, and wherein in response to receiving the first 
edit list, the first receiving device is configured to recreate programming 
material identified by the first edit list at the first receiving device. 

36. (Currently Amended) The system of claim 35, wherein the first edit list 
corresponds to a particular program and identifies various portions of the 
particular program in such a manner that said recreated programming material 
comprises an edited version of the particular program which differs from the 
particular program as originally broadcast. 

37. (Currently Amended) The system of claim 34, wherein the said edit version 
comprises a recreation of the various portions in a different order than originally 
presented in the particular program. 35, wh e r e in th e c e ntral r e pository compris e s 
e dit lists cr e at e d by users corr e sponding to th e r e c e iving d e vic e s . 



38-43. (Cancelled). 
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